CONTRACT #62119

i

2.

FROM LIGHTING POLE

PROPOSED JUNCTION BOX (JB1) WITH FUSES

SCALE: N.T.S.

Consulting Group international

ELe| secmion COUNTY | JOTAL ISHEET
57 | 068—-2222-3B COOK 77 23
STA. TO STA.
|-57 S.B. 1-57 N.B. FED. ROAD DIST. N0, [ILUNOIS [FED. AID PROJECT
13-0 3-LANES AT 12'=0" EACH | CENTER MEDIAN 650" 3-LANES AT 12'-0" EACH| 13'-07
{
—0) \ Ao A
NEW UNIT DUCT TO BE CONNECTED Toﬂj BB? n § ‘ j gpj@
EXISTING WIRING INSIDE THE LIGHTING POLE. ! ‘ B NEw UNIT DUCT TO BE CONNECTED TO
INSTALL NEW UNIT DUCT PER IDOT STANDARD. o Vo \ | | | EXISTING WIRING INSIDE THE LIGHTING POLE.
(SEE NOTE 1) T i \ i \ INSTALL NEW UNIT DUCT PER IDOT STANDARD. (SEE NOTE 1)
UNIT DUCT, WITH 3—1/C NO. 4 & 1/C NO. 6 —f 0" (TYP ‘
GROUND, 800V (EPR-TYPE RHW), _]12=0 (Tﬁ | ] | Sh——UNIT DUGT, WITH 3-1/C NO. 4 & 1/C NO. 6
1 1/4" DIA., POLYETHLENE. ! 400" (T8 | GROUND, 800V (EPR-TYPE RHW), -
1 ‘ ! | \ 7] 1 1/4" DIA., SCHEDULE 40 POLYETHLENE. A
\ﬂ , 1 T K R i ) - 35"~ — 356’ -
I BA2 ! ! EH (APPROX)4'-8"__ BEST ] ‘ BFZ 7] “—PROVIDE THREE—POLE FUSE HOLDER e i | O
e m o o ] | | 2R et o S e LA
IN 2 1/2” RGS CONDUIT PVC J2 |- J3}7773477777 ~~~~~~ - m+m — {J3 2 JUNCTION BOX 10 BE INSTALLED , . ,u“m H- JUNCTION 80X (TYP)
COATED ATTACHED TO STRUCTURE ; Hawr o [ ; / w S I S
| | | | | ON THE FACE OF THE ABUTMENT L é s o | s oo | v S
; PERPENDICULAR TO THE TRAFFIC == T -
‘ ‘ ‘ SEE SECTION ‘ FLOW. I i 1["’]1 g I I 1‘ HIGH PRESSURE SODIUM
| | | SHEET F_5 | . ) .7/OW UNDERPASS LIGHTING
. i | | - | 2z | R IOCATED AT CENTER LINE
3—1/C #4 AND 1/C#6 GND, | ‘ ‘ — | BETWEEN BEANS (TYP.)
3-1/C 410 AND 1/C#10 GND o )\
IN 2 1/2" RGS CONDUIT PVC ‘ \ | (APPROX.)45'-8 §»ErFs SSFFCE%QN | EQEQ EQEQ
COATED ATTACHED TO STRUCTURE Lo ‘ .
L } " ;ﬂgefaogg%‘;/gfgocgﬁ[D } rlr 3-1/C #4 AND 1/C #6 GND, L(4) 4" RGS CONDUIT PVC COATED FOR CITY OF CHICAGO.
| ‘ R ‘ 3-1/C #10 AND 1/C#10 GND COORDINATE EXACT TERMINATION POINTS IN FIELD, =~
| 5L1/c #0 |AND 1 /C#0 GND IN 2 1/2" RGS CONDUIT PVC COATED COORDINATE WITH CITY OF CHICAGO BOE FOR EXISTING Wi
| | | RTAA (,(LNDUH/ # | ATTACHED 10 STRUCTURE TO BE REUSED IN THE NEW CONDUIT.
| } } | ‘ | PROPOSED LIGHTING SECTION (LOOKING NORTH)
| ] | SCALE: 17 = 10'=0"
| B31 | | BAI @ BF14 [ | | BEZ |
| | !
@ G = — 3 AEHIT—. }77,,T,,@L—ﬁle
| \ \ o
I | | (APPROX.)20'-8 42%34/@ 4 AND 1/C #6 GND, L—:GE J,D,
i ‘ ‘ | N 2 1/2" RGS CONDUIT PVC COATED
| ‘ | | | @t ATTACHED TO STRUCTURE RIGID STEEL CONDUIT, PVC COATED
!
NIl I N 1 ! ‘ NEC
3-1/C #wo AND 1/C#0 GND | =-NEW UNIT DUCT TO BE CONNECTED TO - o i
_/! IN 1"RGS CONDUIT (TﬁP) ‘ — ‘ }T EXISTING WIRING INSIDE THE LIGHTING POLE. UNIT DUCT, 3'-0" BELOW GRADE
b _ ‘ INSTALL NEW UNIT DUCT PER IDOT STANDARD.
PROVIDE THREE—POLE FUSE HOLDER DEF NEW UNIT DUCT TO BE, CONNECTED| |
CONNECTOR KIT TO PROTECT #10 WIRES. ONTROLLER CABINET "5~ CIRCUIT A AND B . ‘ (SEE NOTE 1)
SEE JUNCTION BOX (J1) DETAIL. # INSTALL NEW UNIT DUCT PER IDOT ISTANDARD.(SEE NOTE 1) 3-1/C #10 AND 1/CH10 GND TIUNIT DUCT, WITH 3-1/C NO. 4 & 1/C NO. & JUNCTION BOX ATTACHED TO STRUCTURE
JUNCTION BOX TO BE INSTALLED y IN 1"RGS CONDUIT (TYP.) GROUND, 800V (EPR-TYPE RHW),
ON THE FACE OF THE ABUTMENT s UNIT DUCT, WITH 3-1/C NO. 4 & 1/C NO. 6
PERPENDICULAR TO THE TRAFFIC GROUND, 800V (EPR~TYPE RHW), 5E17E g
FLOW. . e T1/4" DIA., POLYETHLENE. Q UNDERPASS LIGHTING LUMINAIRE, 70W HPS
o = wgn MOUNTED AT 16'~0" FROM GRADE
o OF THE CONTROLLER GABINET 1. PROPOSED UNDERPASS LIGHTING PLAN
= SCALE: 1" = 10'~0" @'_O EXISTING LIGHTING UNIT AND POLE TO REMAIN
Lad
2 NOTE 1: 306
N CONTRACTOR SHALL CONNECT NEW WIRING BETWEEN LIGHTING GO
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LIGHTING CONTROLLER NAME
TO SECOND JB1 IN THE OTHER SIDE
= 3-1/C #4 AND 1/C4#6 GND
TO UNDERPASS LIGHTING JUNCTION BOX SCHEDULE
NO. SIZE DESCRIPTION QUANTITY
H M N |6
' 1 3=1/C #10 AND 1/C#10 GND J 16 X 14 X 6 SS JUNCTION BOX 4
J2 12X 10 X 6 SS JUNCTION BOX 4
- THREE POLE CONNECTOR KIT WITH FUSEHOLDER
AND_INSULATING BOOTS (QUICK DISCONNECT 3 |5 x6 X4 SS JUNCTION BOX 8
JB1 - TYPE) FUSE SIZES SHALL BE 5.0 AMP
WITH FUSES FOR LINE VOLTAGE AND UNFUSED (SLUG)
CONNECTOR KIT (QUICK DISCONNECT ~ ~
[ B = | |4 TYPE) FOR THE NEUTRAL LINE. NOTE: ALL U1 SHALL BE PROVIDED WITH FUSES, SEE DETAIL IN THIS SHEET.
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